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Pipeline and Hazardous Materials Safety Admin., DOT § 173.304b 

§ 173.304a Additional requirements for ship-
ment of liquefied compressed gases in 
specification cylinders. 

* * * * * 

(f) Oxidizing gases. A cylinder containing 
carbon dioxide and oxygen mixture, com-
pressed; liquefied gas, oxidizing, n.o.s.; or ni-
trous oxide is authorized for transportation 
by aircraft only when it meets the following 
requirements: 

(1) Only DOT specification 3A, 3AA, 3AL, 
and 3HT cylinders, and UN pressure recep-
tacles ISO 9809–1, ISO 9809–2, ISO 9809–3 and 
ISO 7866 cylinders are authorized. 

(2) Cylinders must be equipped with a pres-
sure relief device in accordance with 
§ 173.301(f) and, beginning with the first re-
qualification due after October 1, 2007: 

(i) The rated burst pressure of a rupture 
disc for DOT 3A, 3AA, and 3AL cylinders 
must be 100% of the cylinder minimum test 
pressure with a tolerance of ¥10 to plus zero 
percent; and 

(ii) The rated burst pressure of a rupture 
disc for a 3HT must be 90% of the cylinder 
minimum test pressure with a tolerance of 
¥10 to plus zero percent. 

(3) After September 30, 2009, the cylinder 
must be placed in a rigid outer packaging 
that— 

(i) Conforms to the requirements of either 
part 178, subparts L and M, of this sub-
chapter at the Packing Group I or II per-
formance level, or the performance criteria 
in Air Transport Association (ATA) Speci-
fication No. 300 for a Category I Shipping 
Container; 

(ii) Is capable of passing, as demonstrated 
by design testing, the Flame Penetration Re-
sistance Test in part III of Appendix F to 14 
CFR part 25, modified as follows: 

(A) At least three specimens of the outer 
packaging materials must be tested; 

(B) Each test must be conducted on a flat 
16 inch x 24 inch test specimen mounted in 
the horizontal ceiling position of the test ap-
paratus to represent the outer packaging de-
sign; 

(C) Testing must be conducted on all de-
sign features (latches, seams, hinges, etc.) af-
fecting the ability of the outer packaging to 
safely prevent the passage of fire in the hori-
zontal ceiling position; and 

(D) There must be no flame penetration of 
any specimen within 5 minutes after applica-
tion of the flame source and the maximum 
allowable temperature at a point 4 inches 
above the test specimen, centered over the 
burner cone, must not exceed 205 °C (400 °F); 
and 

(iii) Prior to each shipment, passes a visual 
inspection that verifies that all features of 
the packaging are in good condition, includ-
ing all latches, hinges, seams, and other fea-
tures, and the packaging is free from per-

forations, cracks, dents, or other abrasions 
that may negatively affect the flame pene-
tration resistance and thermal resistance 
characteristics of the container. 

(4) After September 30, 2009, the cylinder 
and the outer packaging must be capable of 
passing, as demonstrated by design testing, 
the Thermal Resistance Test specified in Ap-
pendix D to part 178 of this subchapter. 

(5) The cylinder and the outer packaging 
must both be marked and labeled in accord-
ance with part 172, subparts D and E of this 
subchapter. 

(6) A cylinder of compressed oxygen that 
has been furnished by an aircraft operator to 
a passenger in accordance with 14 CFR 
121.574, 125.219, and 135.91 is excepted from 
the outer packaging requirements of para-
graph (f)(3) of this section. 

2. At 72 FR 55099, Sept. 28, 2007, (f) was re-
moved and the effectiveness of the amend-
ment at 72 FR 4456, Jan. 31, 2007 was delayed 
until Oct. 1, 2008. 

§ 173.304b Additional requirements for 
shipment of liquefied compressed 
gases in UN pressure receptacles. 

(a) General. Liquefied gases and gas 
mixtures must be offered for transpor-
tation in UN pressure receptacles sub-
ject to the requirements in this section 
and § 173.304. In addition, the general 
requirements applicable to UN pressure 
receptacles in §§ 173.301 and 173.301b 
must be met. 

(b) UN pressure receptacle filling limits. 
A UN pressure receptacle is authorized 
for the transportation of liquefied com-
pressed gases and gas mixtures as spec-
ified in this section. When a liquefied 
compressed gas or gas mixture is trans-
ported in a UN pressure receptacle, the 
filling ratio may not exceed the max-
imum filling ratio (FR) prescribed in 
this section and the applicable ISO 
standard. Compliance with the filling 
limits may be determined by ref-
erencing the numerical values and data 
in Table 2 of P200 of the UN Rec-
ommendations (IBR, see § 171.7 of this 
subchapter). Alternatively, the max-
imum allowable filling limits may be 
determined as follows: 

(1) For high pressure liquefied gases, 
in no case may the filling ratio of the 
settled pressure at 65 °C (149 °F) exceed 
the test pressure of the UN pressure re-
ceptacle. 

(2) For low pressure liquefied gases, 
the filling factor (maximum mass of 
contents per liter of water capacity) 
must be less than or equal to 95 percent 
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